
AT5-TS
Exd inert gas temperature  

indicator with alarm 

• Temperature indicator with 1 or 2 contacts
• Temperature ranges from -50 to 600°C

ATEX
      1370    
      Ex II 2 G Ex d II B + H2 T6 Gb 
Ex II 2 D Ex tb IIIC Db T85 
Certificate: BVI 15 ATEX 0076

IECEx
Ex II 2 G Ex d II B + H2 T6 Gb
Ex II 2 D Ex tb IIIC Db T85 
Certificate: IECEx EPS 15.0063X

ENCLOSURE RATING IP66



AT5-TS SPECIFICATIONS 
 
Accuracy class: 	  							      1% f.s. - 3% f.s. for ranges over 300°C
Dial size:													            100 mm 	
Sensitive element: 						    inert gas system
Bulb: 															              316 SS cylindrical  diam. 11 mm (other diameters and length on request)
Capillary: 												           316 SS (on request)
Movement:  											         304 SS
Pointer:  													            black anodized aluminiumo 
Max pressure: 									        25 bar ( without thermowell)
Electrical contacts:  					    Type  MicroSwitch 
																			                  Max nr 2 contacts SPDT both adjustable on entire range 
																			                  Electrical rating max 3A@125 Vca / 2A@240 Vca 
																			                  Internal wiring on terminal strip 2.5 mm2 cables 
																			                  Contacts adjustment only from internal, opening case
Weight: 													            ab. 2 Kg

RANGES TABLE

CODE RANGES SCALE INTERVAL °C

1 -50 ... 50°C 2

2 -40 ... 40°C 1

3 -40 ... 60°C 2

4 -30 ... 50°C 1

5 -30 ... 70°C 2

6 -20 ... 40°C 1

7 -20 ... 60°C 1

8 -20 ... 80°C 2

9 -20 ... 140°C 2

10 -20 ... 80°C 5

11 -10 ... 50°C 1

12 -10 ... 110°C 2

13 0 ... 60°C 1

14 0 ... 80°C 1

15 0 ... 100°C 2

16 0 ... 120°C 2

17 0 ... 160°C 2

18 0 ... 200°C 5

19 0 ... 250°C 5

20 0 ... 300°C 5

21 0 ... 400°C 10

22 0 ... 500°C 10

23 0 ... 600°C 10



IDENTIFICATION CODE AT5-TS 

CODE AT5 - TS - A / R / 1 / 1000 / A / 11 / 100 / G / B / T1 / 1C / *

Model TS

Housing material Alluminium A

Version
Remote R

Local L

Range See ranges table (code to be indicated) . . . 

Max capillary length (mm) PLS 
indicate in mm (valid only  for 
“R” option on version choice)                                  

STD 1000 mm (indicate in mm) 1000 

Option capillary Armed (only for “R” version) A

Bulb diameter (Ø mm)

Ø11 STD - Min. 75 mm length STD - 100 mm length 11

Ø8 mm - Min. 100 mm length 8

Ø6 mm - Min. 150 mm length 6

Bulb length (mm) See min available on Bulb diameter choice above. 100

Blockage coupling

Not threaded X

G ½” M G

½”NPT M N

Blockage 
coupling 
material

Brass (standard) B

Stainless steel 316 S

Tag Aluminium T1

Electric contact 1 contact SPDT 1C

2 contact SPDT 2C

Other options Compression fitting on capillary on request *

A

B

C

D

E

F

G

H

I

F

L

*

Example:

AT5-TS/A/R/14/1500/A/11/150/X/B/T1/1/ G½”
Exd thermometer, remote bulb, capillary lenght 1500 mm armed, range 0-80°C, bulb Ø11, lenght 150 mm, not threaded blockage coupling, n. 1 contact SPDT, n. 1 compression fitting on capillary 
G½”.

Options and accessories:
	Thermowells

 IMPORTANT NOTES FOR INSTALLATION:

Cables must be fitted through M25x1.5 cable gland or Atex/IECEx conduit (not supplied withinstrument). 

Make sure after cabling to close tight cover and cable gland, in order to keep IP66 rating  
 

Open cover only after de-energising instrument. 

Attention: check local safety rules and warnings on unit and manual for a correct use of the instrument in hazardous area.



AT4-MTS

info@comhas.com - www.comhas.com - T: +39 02 6129.8551

DIMENSIONS

G
Bulb 

lenght

D
Capillary

REMOTE REMOTE LOCAL

H 
Blockage coupling
Not threaded

H 
Blockage coupling

Threaded

158.0

25
4.5

65.0

24
0.5

20
0.0

14
7.0

24
0.5

20
0.0

14
7.0

REV.01 - ENG  Comhas can make variations to technical specifications or terminate production of items or services mentioned in this datasheet without any advice 


